Solight WPH-100W-001 1xLED

Provozni ucinnost: 99.75%
Svételny tok zarovky: 13766 Im
Svételny tok svitidla: 13731 Im
Vykon: 100.0 W

Svételny vytézek: 137.3 Im/W

Kolorimetrické udaje
1x: CCT 3000 K, CRI 100

Vystup svétla 1 / Polarni LDC
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Solight WPH-100W-001 1xLED

Vystup svétla 1/ Linearni LDC

C0 - C180 {uhel polovicni hodnoty: 84.47)
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Vystup svétla 1/ Kuzelovy diagram
E(0°) 32119
0.50 0.91 E(CO) 422" 6746
E(0") 8030
1.0 1.8 E(CO) 422° 1686
E(0%) 3569
15 2T E(CO) 422° 750
E(07) 2007
20 36 E(CO) 422° 422
E(07) 1285
25 45 E(CO) 422° 270
E(0°) 892
3.0 54 E(CO) 422" 187
Vzdalenost [m] Pramér kuzele [m] Intenzita osvétleni [Ix]
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S@UIGHT
Solight WPH-100W-001 1xLED

Vystup svétla 1 / Diagram jasu
C225 C180 C135

c270 €90
6000
C315 co c45
cd/m?
g=650° =———g=750° =———g=850°
Vystup svétla 1 / UGR diagram
Vyhodnoceni osInéni dle UGR
p Strop 70 |70 | 50 |50 |30 |70 |70 |50 | 50 | 30
p Stény 50 |30 |50 |30 |30 |50 |30 |50 |30 | 30
p Podlaha 20 20 20 20 20 20 20 20 20 20
Velikost mistnosti Smér pohledu napfi¢ Podélny smér pohledu
X Y k ose lampy k ose lampy
2H 2H (28.5 294 28.7 29.6 29.8 |285 29.4 28.7 296 29.8

3H|28.3 29.1 28.6 294 296 |28.3 29.1 28.6 29.4 296
4H (282 29.0 28.6 29.3 29.5 |28.2 29.0 28.6 29.3 295
6H|28.2 289 285 291 294 (282 289 285 29.1 294
8H|28.1 28.8 285 291 294 |28.1 28.8 285 29.1 294
12H|28.1 28.7 285 29.0 29.3 (281 28.7 285 29.0 29.3

4H 2H |28.3 29.1 28.6 29.3 29.6 |28.3 29.1 28.6 29.3 29.6
3H|28.2 28.8 285 291 294 |28.2 288 285 29.1 294
4H|28.1 28.6 285 29.0 29.3 |28.1 286 285 29.0 29.3
6H|28.0 285 284 288 29.2 |28.0 285 284 28.8 29.2
8H|28.0 284 284 288 29.2 |28.0 284 284 28.8 29.2
12H|27.9 283 28.4 287 29.1 |279 283 284 28.7 291

8H 4H |28.0 284 28.4 288 29.2 |28.0 284 284 288 292
6H|27.9 282 283 286 29.1(27.9 282 283 28.6 29.1
8H|279 281 283 286 29.1(27.9 281 283 28.6 29.1
12H|27.8 28.0 28.3 285 29.0 |27.8 28.0 28.3 28.5 29.0
f2H 4H (279 283 28.4 287 291 |27.9 283 284 287 291
6H|27.9 281 283 28.6 29.1 |27.9 281 283 28.6 29.1
8H|27.8 28.0 28.3 285 29.0 |27.8 28.0 283 285 29.0

Variace polohy pozorovatele pro vzdalenosti svitidel S

S =1.0H +1.5 /| -44 +15 /| -44

S =1.5H +35 |/ -15.4 +3.5 / -15.4

S =2.0H +55 / -19.5 +55 / -19.5
Standardni tabulka BKO0O BK0O
Korekturni sgitanec 9.8 9.8

Korigované oslfiovaci indicie, vztazeny na 13766Im Celkovy svételny tok

Hodnoty UGR se pocitaji dle CIE Publ. 117. Pomér odsazeni k vySce
=0.25
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